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horizontal 
aluminum sliding 
windows by 

TRIMVIM 

Molded nylon rollers 
over cadmium plated steel 
axles. 

Satin finish . . . 

etched, alodined and lacquered. 

Vinyl weatherstrip throughout. 

Vents reversible . . . 
even after installation. 

Adaptor available 

for grouping windows side by 

side or over and under. 



Quality construction 
-easy installation 

1. Integral, nail-on trim fin. 

2. Tamper-proof automatic latching. 

3. Standard frame adapts to stucco, % 
bevel siding, concrete block, brick veneer. 

4. Adaptor for heavy bevel siding optional. 

5. Removable track. 

Can be installed after plastering. 

6. Wedge shaped interlocker for added 
weather seal, greater rigidity. 

7. Snap-in jamb wedge 
for better weather seal. 

8. Vinyl wrap-around bead on sliding vent. 

9. Snap-in glazing bead on fixed light. 

10. Snap-in trim for smooth inside finish 
on view windows. 

11. Meets all specifications of American 
Window Manufacturers Association. 



Mlodel 500 




BRICK VENEER 






SUGGESTED INSTALLATION 

Model 500 




CONCRETE BLOCK 
Installed during construction 






SLIDinST G WINDOW SIZE DATA 



Note: WINDOW DESIGNATION SHOULD BE USED FOR ROUGH OPENING SIZE, i.e., 4020 represents a window which will fill a rough opening 
of 4'0" x 2'0" or 48" wide x 24" high. 



Type T-2 



Size and 


Glass Sizes 


Vent 


Will Vent 
Room Size 




Rough 


Vent 


Fixed 


Area in 


(Sq. Ft.) 


Screen Size 


Opening 


W H 


W H 


Sq. Ft. 


Vis Basis 


W H 


500-2020 


97s X 207s 


I0V,4 x 22 


1.5 


24.0 


IIV.4 X 237,4 


500-2820 


1 37s X 2074 


I4V,4 x 22 


2.1 


33.6 


157,4 X 237,4 


500-3016 


1 578 x 1474 


1 6Vi 6 x 16 


1.7 


27.2 


177,4 x 177,4 


500-3020 


I57sx2074 


I6V14 x 22 


2.4 


38.4 


177,4 x237,4 


500-3030 


1578x 3274 


1 6Vi 6 x 34 


3.7 


59.2 


177,4 x 357,4 


500-3420 


1778x 2074 


1 8Vi 6 x 22 


2.6 


41.6 


197,4 x 237,4 


500-3430 


1778x 3274 


1 8Vi 4x34 


4.2 


67.2 


197,4 x 357,4 


500-3438 


1 77 b x 4074 


1 8 Vi 6 x 42 


5.2 


83.2 


197,4 x437,4 


500-3440 


1 77b x 4474 


1 8 Vi 6 x 46 


5.7 


91.2 


197,4 x477,4 


500-40 1 6 


217s x 1474 


2 2 Vi 6 x 16 


2.4 


38.4 


237,4 x 177,4 


500-4020 


2178x2074 


22V, 4 x 22- 


3.2 


51.2 


237,4 x 237,4 


500-4030 


2I7bx 3274 


22 Vi 6 x 34 


5.1 


81.6 


237,4 x 357,4 


500-4038 


2I7bx4074 


2 2 Vi 6 x 42 


6.3 


100.8 


237,4 x437,4 


500-4040 


2 1 7s x 44 7» 


2 2 Vi 4 x 46 


6.9 


1 10.4 


237,4 x477,4 


500-4820 


25 7 /s x 2074 


26V. 4 x 22 


3.8 


60.8 


277,4 x 237,4 


500-4830 


25 7 /b x 327* 


26Vi4 x 34 


6.0 


96.0 


277,4 x 357,4 


500-4838 


257s x 407. 


26Vi4 x 42 


7.5 


120.0 


277,4 x437,4 


500-4840 


257s x 447, 


26Vi4 x 46 


8.2 


131.2 


277,4 x477,4 


500-5016 


277s x 147. 


28 Vi & x 16 


3.0 


48.0 


297,4 x 177,4 


500-5020 


277b x 207. 


28Vi4 x 22 


4.2 


67.2 


297,4 x 237,4 


500-5030 


277s x 327. 


28V.4 x 34 


6.5 


104.0 


297,4 x 357,4 


500-5038 


2778 x407, 


2 8 Vi 4 x 42 


8.1 


129.6 


297,4 x437,4 


500-5040 


277s x 447, 


28Vi4 x 46 


8.9 


142.4 


297,4x477,4 


500-6016 


337s x 147. 


34Vi 4 x 16 


4.7 


75.2 


357,4 x 177,4 


500-6020 


3378 x 207, 


3 4 Vi 4 x 22 


5.0 


80.0 


357,4 x 237,4 


500-6030 


3378 x 327, 


3 4 Vi 4 x 34 


7.9 


126.4 


357,4 x 357,4 


500-6038 


337s x 407, 


3 4 Vi 4 x 42 


9.8 


156.8 


357,4 x437,4 


500-6040 


3378 x447, 


34V. 4 x 46 


10.7 


171.2 


357,4 x477,4 


500-6050 


337s x 567, 


3 4 Vi 4 x 58 


13.6 


217.6 


357,4 x 597,4 



Type T -3 





2 Lts. Require 


500-6820 


1778 x 207, 


500-6830 


1778 x 327, 


500-6840 


177s x 447, 


500-6850 


1778 x 567, 


500-8020 


2178 x 207, 


500-8030 


2178 x 327, 


500-8038 


217s x 407, 


500-8040 


2178 x447, 


500-8050 


2178 x 567, 


500-10040 


277s x 447, 


500-10050 


277s x 567, 



I Lt. Required 



397,4 x 22 


5.2 


397,4 x 34 


8.4 


397,4 x 46 


1 1.4 


397,4 x 58 


15.2 


477,4 x 22 


6.4 


477,4 x 34 


10.2 


477,4 x 42 


12.6 


477,4 x 46 


13.8 


477,4 x 58 


18.4 


597,4 x 46 


17.8 


597,4 x 58 


23.2 





2 Lts. Required 


83.2 


197,4 x 


237,4 


134.4 


197,4 x 


357,4 


182.4 


197,4 x 


477,4 


243.2 


197,4 x 


597,4 


102.4 


237,4 x 


237,4 


163.2 


237,4 x 


357,4 


201.6 


237,4 x 


437,4 


220.8 


237,4 x 


477,4 


294.4 


237,4 x 


597,4 


284.8 


297,4 x 


477,4 


371.2 


297,4 x 


597,4 



6820 



6830 



6840 



6850 



8020 



8040 



8050 



10040 



10050 



Any other combinations of standard sizes (vertical and horizontal) not shown are available as specials only. 



mmrnmfflmLDCDlIlmmlinlllllDmCIIlC. 

2020 2820 3016 3020 3030 3420 3430 3438 3440 4016 4020 4030 4038 4040 4820 4830 4838 



m 



6016 



6020 



6040 6050 



Aluminum Horizontal Sliding Windows shall be supplied as manufac- 
tured by Trimview Metal Products, Covina, California. 



Frame and sash members shall be manufactured from 6063T5 ex- 
truded aluminum with minimum effective wall thickness of y 16 th inch. 
Weather-stripping shall be top quality vinyl installed in the frame mem- 
bers. Rollers shall be molded nylon operating over padmium plated steel 
axles. Top sash guides shall be molded nylon. Jamb closure wedge shall 
be of molded nylon. Assembly screws for sash shall be cadmium plated 
steel. Corner inserts for vent assembly shall be of such a design as to 
also house the roller. Glazing channel for vent shall be a vinyl extrusion 
of aluminum color. Frame fixed lites shall be sealed with an elastic 
caulking compound. 



FRAME — Frame sections shall have an integral stucco, bevel siding or 
concrete block type fin for nailing to the structure and also integral head 
and sill drip member protruding %" from the stucco line. All corners 
shall be mitered, frames shall be welded or mechanically joined. 

SASH — All windows shall be fully reversible even after installation. Sash 
corners shall be mechanically joined by means of inserts easily removable 
for reglazing. Sash track shall be removable at all times for cleaning sub 
sill or replacement due to damage during construction, etc. Sash track 



shall have weep slots leading to sub sill which in turn shall also be pro- 
vided with drain slots. A minimum slope of 9° shall be provided on sub 
sill. Condensation shall be drained off also via the sub sill. A meshing 
wedge type interlock between the sash and the mullion shall be pro- 
vided which shall provide rigidity in addition to a supplemental weather- 
seal working in conjunction with the vinyl weatherstrip situated outside 
it. All windows shall be equipped with a tamper-proof automatically 
locking center latch. When locked, the vent shall not be removable from 
the outside. 



All frame and sash members shall be etched alodined and treated 
with a corrosion resistant methacrylate lacquer for plaster protection. 



Screen cloth shall be 18 x 14 mesh aluminum or equal. Screens shall 
be removable from the inside and shall be retained in place by means 
of a pressure device provided within the mullion recess. Screens shall be 
mounted in such a way as NOT to impede adequate drainage of water 
from the sub-sill. To prevent removal of screens from outside, a small 
interference device may be provided if required. 



Shall be available and allowance for its attachment shall be made 
in the frame design. 
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Load bearing 180° mullion, model 500. 



Load bearing 90° mullion, model 500. 






. 
















NYLON WEDGE SEAL 














Over and 



under adapter. 



model 500. 



180° integral split mullion, model 500. 

NON-STANDARD 



me? 




When you need the finest... you need 

Trimview’s model 550 aluminum horizontal sliding windows 

Custom built luxury for residential or commercial building 



The Model 550 window permits complete free- 
dom of architectural design. Interesting com- 
binations of fixed and sliding panels can be 
tailored to your own ideas or requirements. You 
are unfettered by the limitations of standard 



sizes. . . . Trimview sliding windows are custom- 
built to your own specifications. Though Model 
550 windows cost somewhat more than other 
models, the difference is surprisingly moderate 
. . . well worth the added versatility of design 
and product quality. 



A few points in favor of Trimview’s model 550 windows 



1. Fine quality above all. 

2. Custom built to your own specifications. 

3. Alodine or anodized satin finish. Neutral to any color plan. Highly corrosion resistant. 

4. Continuous, double-weatherstripping of Schlegel wool-pile on all sliding panels. 
Complete V-seal on fixed panels. 

5. Added weather seal and greater rigidity provided by wedge shaped interlockers. 

6. All panels can slide if desired. 

7. Whisper-smooth operation on self-lubricating, nylon ball bearing rollers. 

8. Faster water run-off through simplified sill design. 

9. Single glazing with ’/t” plate, V32” or 3 /i b" crystal. 

10. Approved for double glazing with 5 /s" Twindow or Thermopane. 

11. Single and double glazed panels interchangeable in the same frame. 

12. Screens are fixed or sliding according to the window design. 




. 1 TRIMVIEW 



» Metcu 



Metal Products 
COVINA, CALIFORNIA 

etal Fabricating Division of W. P. Fuller & Co. 



Form No. 50-9501 Litho in U.S.A. Valley Litho Inc. 
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From the collection of: 



1 . Fine qu< 

2. Custom 

3. Alodine 

4. Continu- 
Comple 

5. Added 1 

6. All pan< 

7. Whisper 

8. Faster w — - w 

9. Single glazing with V 4 " plate, V 32 " or 3 /i6" crystal. 

10. Approved for double glazing with 5 /s" Twindow or Thermopane. 

11. Single and double glazed panels interchangeable in the same frame. 

12. Screens are fixed or sliding according to the window design. 



tant. 



Mike Jackson, FAIA 



TRIMVIEW 



I Distributed in the West bv W. P. Fuller and Co. and elsewhere by other leading independent^f^butors . 

I I 



Metal Products 
COVINA, CALIFORNIA 

Fabricating Division of W. P. Fuller & Co. 



Form No. 50-9501 Litho in U.S.A. Valley Litho Inc. 




